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To: Readers of Electronic Design 6/24/93
Analog Issue

Fax #:

# Pages: 1 (including this cover sheet)

CC:

Ref: June 24, 1993 Analog Design Special issue

Dear ED Reader:

The above special issue of Electronic Design
contains useful articles on analog circuit design.
As an author in this issue, the following errata
notice is provided for the convenience of readers:

A) “Analog Signal Processing Concepts Get More
Efficient” (P12)

1) In Fig. 1, the value of the last (rightmost)
resistor in the R/2R ladder should be “R”, not
“2R’.

2) In Fig. 2, U2 (14 pins, right/top) is an AD636.

3) In Fig. 6, tJl (8 pins, top) is a REF-195.

4) In Fig. 6, Cl should be ljzF, not 0.1~itF.

B) “Build An Ultra Low-Noise Voltage Reference” (F74)

1) Reference *1 was cited in the text, but
inadvertently dropped from the article. It is:
1. Goodenough, F.; AD797 discussions in: “Trio of
Op Amps Handle Milliwatts to Kilowatts”,
Electronic Design, June 11, 1992.

2) In Fig. 1, C5 should be lObLF/25V (Note: The
100j~F/25V shown may also work, but the lower
value was used in the lab tests)

Thanks for your interest. If there should be any
questions on either of the above two articles, I can
be reached at the numbers above.
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